Termination of Loose Tube Cables
Buffering Fiber for Patch Panels
Creating Fan Out Kits
Harsh Environment Products Available
Protection of Splitters and Couplers
FEATURES

1. Protection of fiber optic cables
2. Available in various sizes to meet application
3. Standard fiber color codes
4. Indoor or Outdoor materials available
5. Accepts tight buffered or bare fiber cable
6. Compatible with all fiber connectors

APPLICATIONS

1. Termination of Loose Tube cables
2. Buffering fiber for patch panels
3. Creating fan out kits
4. Harsh environment products available
5. Protection of splitters and couplers
### Environmental Characteristics

<table>
<thead>
<tr>
<th>Stock ID:</th>
<th>PVC Material</th>
<th>PVDF Material</th>
<th>HYTREL Material</th>
<th>POLYURETHANE Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>Storage Temperature:</td>
<td>-40° to 70° C (-40° to 158° F)</td>
<td>-40° to 85° C (-40° to 185° F)</td>
<td>-40° to 85° C (-40° to 185° F)</td>
<td>-40° to 70° C (-40° to 158° F)</td>
</tr>
<tr>
<td>Operating Temperature:</td>
<td>-20° to 70° C (-4° to 158° F)</td>
<td>-40° to 85° C (-40° to 185° F)</td>
<td>-40° to 85° C (-40° to 185° F)</td>
<td>0° to 70° C (32° to 158° F)</td>
</tr>
<tr>
<td>Installation Temperature:</td>
<td>0° to 70° C (32° to 158° F)</td>
<td>0° to 70° C (32° to 158° F)</td>
<td>0° to 70° C (32° to 158° F)</td>
<td>0° to 70° C (32° to 158° F)</td>
</tr>
</tbody>
</table>

### SPECIFICATIONS

- **Outer Jacket**
- **Aramid Yarn Strength (Kevlar)**
- **Inner Tubing**
# ORDERING

## 1. Product
- **F** Furcation Tubing

## 2. Jacket Material
- **P** PVC
- **V** PVDF
- **H** Hytrel
- **U** Polyurethane
- **E** Polyethylene
- **R** Polypropylene

## 3. Outer Diameter
- 16 1.6mm
- 20 2.0mm
- 24 2.4mm
- 30 3.0mm
- 38 3.8mm
- XX Custom Size

## 4. Inner Tube
- **P** PVC
- **V** PVDF
- **R** Polypropylene
- **Y** Polyester
- **X** No Tube

## 5. Inner Diameter
- **49** 400 x 900um
- **59** 500 x 900um
- **69** 600 x 900um
- **17** 1.0 x 1.7mm
- **15** 1.8 x 2.5mm
- XX Custom Size

## 6. Color
- **BL** Blue
- **OR** Orange
- **GR** Green
- **BR** Brown
- **SL** Slate
- **WH** White
- **RD** Red
- **BK** Black
- **YL** Yellow
- **VI** Violet
- **RS** Rose
- **AQ** Aqua

## 7. Spool Size
- **1** 1000 ft.
- **2** 5000 ft.
- **3** 10,000 ft.

---

**Contact Us**

**North America**
- Tel: +1 440 366 6966
- Fax: +1 440 366 6802
- Email: engsupport@gomultilink.com

**Europe, Middle East & Africa**
- Tel: +1 440 366 6966
- Fax: +1 440 366 6802
- Email: engsupport@gomultilink.com

**Latin & South America**
- Tel: +1 954 499 9203
- Mobile: +1 305 684 2388
- Email: hquinones@gomultilink.com